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FOREWORD This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the Sewing Machines Sectional Committee had been approved by the Light Mechanical Engineering Division Council. This standard has been prepared to standardize the open type shuttle race fitting and functioning with other mating components of sewing machine. to ensure correct

In the preparation of this standard assistance has been derived from JIS B 9022-1980 <Shuttle for household sewing machine' issued by Japanese Standards Association. For general requirements of sewing machines IS 1610 : 1989 `Household sewing machinesA list of Indian Standards on sewing machine and the General requirement' can be referred. components is also given in Annex B. For the purpose of deciding whether a particular requirement the final value, observed or calculated, expressing the result of off in accordance with IS 2 : 1960 `Rules for rounding off number of significant places retained in the rounded off value specified value in this standard. of this standard is complied with, a test or analysis, shall be rounded numerical values ( revised )`. The should be the same as that of the
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Indian Standard
HOUSEHOLD SEWING MACHINES - OPEN TYPE SHUTTLE RACE SUB-ASSEMBLY SPECIFICATION
1 SCOPE This standard specifies the requirements types of open type shuttle race, for machines for household purposes. 2 REFERENCES The fo!lowing Indian Standards adjuncts to this standard:
IS No.

4 MATERIAL of two sewing 4.1 The material for the open type shuttle is specified as follows. race

are

necessary

4.1.1 The shuttle race body shall be made from cast iron of suitable grade such as FG 150 of IS 210 : 1978. 4.1.2 The shuttle race ring shall case hardening steel designation IS 4432 : 1988 SO as to achieve 450 HV iz the finished state [ see I ) : 1984 1. be made from 20Mn5Cr5 of a hardness of IS 1501 ( Part

Title Grey iron revision ) castings ( third

210 : 1978 1068 : 1993

coatings of Electroplated chromium and nickel plus copper plus nickel plus chromium on iron and steel Slotted cheese head screws ( second revision ) Method for vickers hardness test for metallic materials: Part 1 HV 5 to HV 100 ( second revision )

1366 : 1982 1501 ( Part 1984 1) :

4.1.3 The shuttle race ring spring and top plate may be designed as per IS 10878 ( Part 1 ) : 1984 and shall conform to requirements of IS 10878 ( Part 2 ) : 1984. Material used for spring shall conform to IS 2507 : 1975. These shall be hardened and tempered. 4.1.4 The pins and all screws to be open type shuttle race sub-assembly made of carbon steel and shall hardened. 5 DIMENSIONS AND TOLERANCES used for shall be be case

procedure: 1 > : Sampling inspection Part 1 Attributes sampling plan indexed by acceptance quality level ( AQL ) for lot by lot inspection ( second revis ion ) Cold rolled steel strips for 2507 : 1975 springs (first revision ) 25001(g;;rt 4432 : 1988 4905 : 1968 10878 ( Part Case hardening revision ) Methods steels (jirst

The fitting dimensions and tolerances of open type shuttle race shall be as given in Fig. 2. 6 WORKMANSHIP AND FINISH

6.1 Surface on sliding part and thread passage shall be finely polished to avoid damage or breakage of thread when working with shuttle. 6.2 Surface of casting shall be treated or other adequate surface treatment. by plating

for random

sampling

Flat form springs: Part 1 1 ) : 1984 Design and calculation for springs made from rectangular cold rolled strips Flat form springs: Part 2 2 ) : 1984 Specification for springs made from rectangular cold-rolled strips

10878 ( Part

6.3 Fitting parts such as springs, screws, knobs, pins shall have nickel plated/blackened surface finish conforming to at least Service Grade No. 1 with Designation Fe/Ni lob Cr r of IS 1068 : 1993. 7 SAMPLING Unless otherwise agreed to between the purchaser and the supplier, the sampling plan as given in Annex A shall be fo!lowed. For further information. reference may be made to IS 2500 ( Part 1 ) : 1992. 1

3 NOMENCLATURE 3.1 The nomenclature for the open type race shall be as indicated in Fig. 1. shuttle

IS 14207 : 1994 8 MARKING 8.1 Each piece of shuttle
and indelibly a) Source if any; marked race shall be with the following: and legibly Act, 1985 and the Rules and Regulations made thereunder. The details of conditions under which the licence for the use of Standard Mark may be granted to manufacturers or producers may be obtained from the Bureau of Indian Standards. 9 PACKING Each shuttle race shall be given a suitable antirust coating and wrapped in polyethylene bags. The wrapped shuttle race shall be securely packed in accordance with best prevalent trade practices. Each package shall bear the manufacturer's name or trade-mark, type and description of contents.
SHUTTLE RACE

of manufacture and race.

trade-mark,

b) Type of shuttle

8.2 BIS Certification Marking The product may Standard Mark. also be marked with the

8.2.1 The use of the Standard Mark is governed by the provisions of Bureau of Indian Standards
SLOT FOR BOBBIN POSITION FINGER CASE 7
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RACE

SHUTTLE RACE TOP PLATE ON BED7

FIG. 1

NOMENCLATURE FOROPENTYPE SHUTTLE RACE SUB-ASSEMBLY
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SHUTTLE RACE FIXING ON BED

\ SHUTTLE x-x All dimensions

GROOVE

in millimetres.

3

IS 14207:1994 ANNEX A ( Clause 7 )
SCALE OF SAMPLING A-l SCALE OF SAMPLING AND CRITERIA FOR CONFORMITY dimensions and tolerances ( see 5 ), workmanship and finish ( see 6 ). If the number of shuttle races failing to meet one or more of the requirements mentioned above is less than or equal to the permissible number of defectives given in co1 3 of Table 1, the lot shall be declared as conforming to the requirements of these characteristics. Table 1 Scale of Sampling and Permissible Number of Defectives A-l.4 and A-2.1 )

A-l 1 ln any consignment, all shuttle races of the same type and manufactured from the same material under essentially similar conditions of manufacture shall be grouped together to constitute a lot. A-l.2 For ascertaining the conformity of the lot to the requirements of the specification, tests shall be carried out for each lot separately. The number of shuttle races to be selected at random for this purpose shall be in accordance with co1 1 and 2 of Table 1. A-l.3 If the shuttle races are packed ilidividually, in order to ensure the randomness of selection, IS 4905 : 1968 shall be used. A-l.4 If the shuttle races are packed ii1 different cartons, a suitable number of cartons ( not less than 20 percent of the total in the lot subject to a minimum of 2 ) shall be chosen at randpm. From each of the cartons so chosen, an apprshuttle races oximately equal number of shall be picked up from its different pdrts so as to obtain the required number of shuttle races specifiied in co1 2 of Table 1. A-2 NUMBER OF FOR CONFORMITY TESTS AND CRITERIA

( Clauses A-1.2,
No. of Shuttle Races in the Lot

For Dimensions and Tolerances, Workmanship and Finish
r---_A

Sample
Size
N

-----7

Permissible No. of Defectivesl)

A-2.1 The shuttle races selected according to A-1.2 and A-l.3 or A-I.4 shall be examined for

0 0 0 1 1 2 3 5 1)Tbis ensures that lots containing only one and a half percent or less defectives will be accepted most of the times.

up I6 41 111 301 501 801 1 301

15 to 40 to 110 to 300 to 500 to so0 to 1 300 al;d above

to

II 5 8 13 20 32 50 80 125

ANNEX

B
ON SEWING MACHINES IS No. Title Household sewing machines Presser bar - Specification ( third revision ) Household sewing machines General requirements ( second revision ) Household sewing machine needles ( jirst revision )

LIST IS' No. 1294 : 1989

OF INDIAN Title

STANDARDS

1295 : 1990

Bobbins for sewing machines for househoId purposes ( third revision ) Household sewing machines - Needle bar - Specification ( second revision ) Household sewing machines Presser foot - Specification ( third revision )

1297 : 1991

1610 . 1989 '

1296 : 1989

2181 : 1973
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IS No. 3290 : 1994 Title IS

No.

Title

revision )

Household sewing machines Thread take-up lever subassembly for cam type sewing machines-Specification ( third Thread take-up cams for sewing machines for household purposes (first revision ) Oscillating-rock shafts for sewing machines for household purposes ( jirst revision ) Household sewing machines Bobbin case - Specification Connecting machines purposes rods for for sewing household

6903 : 1973

Glossary of terms sewing machines hold purposes

relating to for house-

7491 : 1989

3291 : 1968

Sewing machines, household - Accuracy requirements ( jirst revision ) Sewing machines, household Sewing requirements ( Jirst
revision )

7492 : 1989

3299 : 1969

7493 : 1989

Sewing machines, household Durability requirements ( jrst
revision )

3375 : 1991 3816 : 1966

8892 : 1978

Bobbins for sewing machines with rotating hooks for industrial use Glossary of terms and identification svmbols relating to classification of idustrial sewing machines Bobbin cases for sewing machines with rotating hooks for industrial use
Arm

9152 : 1979

3817 : 1991

Household sewing machines shaft - Specification Arm
(first revision )

3868 : 1966

Feed lifting rock shaft for sewing machines for household purposes Feed fork for sewing machines for household purposes Oscillating shafts for sewing machines for household purposes Household sewing machines Vertical oscillating shuttle Specification ( second revision ) Needle bar link studs for sewing machines for household purposes Needle bar liirks for sewing machines household purposes Feed holder roller for sewing machines for household purposes , Square slider for oscillating rock shaft for sewing machines for household purposes Square slider for stitch regulator shaft for sewing machines for household purposes Arm shaft cams for sewing household machines for purposes Memorandum of screw threads for sewing machine components 5

9697 : 1980

4181: 1967 4188 : 1967

9874 : 1981

and bed assembly for sewing machines for household purposes Rotating hooks for machines for industrial Feed rock machines purposes shaft for sewing use

10040 : 1981 10304 : 1982

4338 : 1991

for sewing household

4339 : 1967

10305 : 1982

Feed rock shaft crank for sewing machine for household purposes Feed lifting rock shaft for sewing machines for household purposes Feed bar for sewing machines for household purposes Oscillating shaft crank for sewing machines for household purposes Shuttle driver for sewing machines for household purposes Slide plates for sewing machines household for purposes General requirements for light duty sewing machine heads for industrial use

4340 : 1967

10306 : 1982

4341 : 1967

11280 : 1985 11345: 1985

4342 : 1967

4632 : 1968

11347 : 1985 12058 : 1987

4735 : 1968 5740 : 1970

12109 : 1987

IS 14207 : 1994 IS No. 12740: 1989 12789 : 1989 12798 : 1989 13120:1991 Household sewing machinesStand - Specification Household sewing machinesTables and base Household sewing machines - FJy wheels - Specification Household sewing machines -Flywheel bush - Specification Household sewing machines Hand attachment assembly Household sewing machine Closed type shuttle race 13872 : 1993 assembly 13825 : 1993 Title Specification

Household sewing machines Arm shaft front bush - Specification Household sewing machine Stitch regulators - Specification Household sewing machines Bobbin window assembly Specification Household sewing machines Open type shuttle race subassembly - Specification

13972 : 1994

13192 : 1991 13806:1993

14207 : 1994
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